Порядок подключения и настройки ADSL модема D-Link DSL-2500U в режиме маршрутизатора PPPoE
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“This Quick Setup wil guide you through the steps necessary to configure your DSL Router,

ATM PVC Canfiguration.
Select the check box below to enable DSL Auto-connect process.

M DS Auto-connect




Подключите модем к телефонной линии. Соедините разъем модема DSL с разъемом MODEM сплиттера. Телефонный аппарат соедините с гнездом PHONE сплиттера.  Гнездо LINE сплиттера соедините с телефонной розеткой. В зависимости от схемы подключения телефонных аппаратов и комплектации модема вам могут понадобится дополнительные микрофильтры. Микрофильтр – это устройство устанавливаемое перед телефонным аппаратом для защиты его от высокочастотного сигнала модема. Подключите модем к компьютеру. Для этого соедините разъем Ethernet на модеме с соответствующим разъемом на компьютере. Подключите модем в сеть.

Настройка сетевого подключения

Нажмите кнопку Пуск и выберите  Панель управления (если у вас Windows XP нажмите переключиться к классическому виду) -> Сетевые подключения -> Подключение по локальной сети -> Свойства. На вкладке Общие выберите Протокол Интернета (TCP/IP) и нажмите свойства. Далее установите IP-адрес 192.168.1.2, маску подсети 255.255.255.0, основной шлюз 192.168.1.1 Предпочитаемый DNS-сервер 95.104.47.4 
Альтернативный DNS сервер 192.168.1.1
Настройка модема

Запустите Internet Explorer. В поле адрес напишите: 192.168.1.1. В открывшемся окне укажите имя admin и пароль admin, нажмите Login. 

Далее перейдите к разделу Wizard и нажмите кнопку Run Wizard
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Снимаете галочку DSL Auto-connect нажмите кнопку Next 
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“The Virtual Path Identifier (vP1) and Virtual Chanmel Identifier (VCI) are needed for setting up the
ATM PYC. Da not change VPI and VCI numbers urless your ISP instructs you otherwise,

ver 02ss]
ver: [a2-65535] [

Enable Quality Of Service

Enabling QoS for a PYC improves performance for selected casses of appications. However, since QoS
als0 consumes system resources, the number of PVCs wil be reduced consequently. Use Advanced

Setup/Quality of Service to assgn priortes fo the applcations
Logout
Enatle Qualty Of Senvice 7

Next





Выставляете VPI – 8 и VCI – 35  и нажмите кнопку Next
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Connection Type

Select the type of network protocal and encapsulation mode over the ATM PVC that your ISP has
nstructed you to use. Note that 80210 VLAN tagging s only avalable for PPPOE, MER and Ericaing.

@ PRP over Ethemet (PPPOE)

Encapsulation Mode

LLC/SNAP-BRIDGING 7]

Enable 802.1q

Back “Next





В окне Encapsulation Mode выберите LLC/SNAP-BRIGING и нажмите кнопку Next
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FPP Usemame and Password

PPP usualy recires that you have a user name and password ta estabish your connection,
In the boxes below, enter the user name and password that your ISP has provided to you

PPP Username: | —
PPP Password:

Authentication Method: [AUTO <

Disl o demand (with idle timeout timer)

PPP IP extension
Keep alive

Use Static IP Address

Obtain default gateway automaticaly:
Use the folowing default gatews

@ Use IP Address:

@ Use WaN Interface: | BRROS_B_35/Ppp3s ¥





В окне  PPP Username and Password, в полях 

Username и Password введите входное имя и входной пароль указанные в регистрационной карточке,

в поле Authentication Method  выберите AUTO,

нажмите кнопку Next
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Netwark Address Translation Settings

Netwark Addhess Translation (NAT) alows you to share one Wide Area Network (WAN) [P
acidress for multiple computers on your Local Area Network (LAN).

Enable NaT 7

Enable Frewal 7.

Enable IGMP Multicast, and WAN Service

Enable IGMP Multicast [

Enable WaN Serice ¥

Service Name: Frroesmz |

Back  Next





В окне установите галочки в полях : Enable NAT, Enable Firewall, Enable WAN Service. Нажмите Next.
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Configure the DSL Rouiter P Address and Subnet Mask for LAN interface.

Subnet Mask: J2ss 255.255.0

@ Disable DHCP Server
€ Enable DHCP Server
Start Ip Addess:
End 1P Address:

—
Leased Time (hour )

I Configure the second 1P Address and Subnet Mask for LAN interface

Back  Next





Проверьте IP Address: 192.168.1.1
                   Mask:          255.255.255.0

Установите Disable DHCP Server и нажмите NEXT.
[image: image7.jpg]B S

Advanced Tools Status
‘Wizard

Setup - Summary
Hake sure that the settings below match the settings provided by your ISP,

ﬁ R gl
DNS

Connection Type: |FFFoE

Service Name: |pppoe 835 2

Service Category: |UER

IP Address: Automatically Assigned

A Enatled
Firowall: Eratled
U IGMP Multicast: | Disablect
Quality Of Service: Disablect
Clck *Save/Reboat” to save these settings and reboot rauter. Cick *Back” to meke any modifications.
HOTE: T contaurtin oces tles bout 1 it 1 coplte v your D5 Router vl

Back

SaveRebaot





Настройка окончена, нажмите Save Reboot.

